Europa PSU Specifications

Distortion plus Noise (THD+N) un-weighted

0dBu, 20Hz to 20kHz, Line In to Mix Out +4dBu

Frequency Response

Line in to Mix Out
RIAA Accuracy

Shutoff and Crosstalk

Fader Shutoff
L/R Crosstalk Line in to Mix Out 1kHz

Noise 22Hz to 22kHz Un-Weighted

Residual Mix Output noise

Line In to Mix Out Unity

Maximum Output Level Mix Out 0.5% THD
Dynamic Range

EQ and Filter Frequency

Channel High-Pass Filter Fully Clockwise
Isolator Crossover Frequencies

Booth EQ

0.008%

+/-1dB 10Hz to 120kHz

+/-0.2dB 20Hz to 20kHz

>-85dB

<-80dB

<-102dBu
<-89dBu
+26dBu

115dB

-3dB/1100Hz
320Hz and 3800Hz

-3dB/100Hz and 5000Hz

Dimensions

Mixer

Front Panel 482.5mm x 176mm (4U 19” Rack Mount)
Depth 170mm (6 7/10“)

Weight 6.35kg (14lb)

PsU

Top Panel 200mm x 200mm (7 78" X 7 7/s)

Depth 52mm (2”)

Weight 2.2kg (51b)

Packed Dimensions

SizeLxWxH 62cm x 31cm x 38cm (24.5"x 12.2" x 15”)
Weight 12.35kg (271b)

Headphone Amplifier

Maximum output level ~ 1W RMS into 40ohms
Valves

Six High Quality ECC82 (12AU7) Dual Triodes
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